Preliminary Technical Data Sheet

Hanno®-CR 130 CR

Product Description

Closed-cell, soft-elastic cellular rubber based on chloroprene rubber.

Product Properties

- Very good chmical resistance**

Medium | Evaluation Medium Evaluation
Acids Alkaline
Weak + Weak i
Aqueous Alaun + Detergent i3
More concentrated o) Ammonia +
Nitric acid - More concentrated o
Sulfuric acid - Alcohols
Chlorine acid Ethanol 4
Further Chemicals ) Methanol
Glycerine + Hydrocarbons o
Antifreeze / Glycol + Fuels o
Carbonic acid + Petroleum jelly 0
Ozone + Heating oil o
Silicone oil and grease + Hydraulic fluid o
Chlorine - Nitro thinner
Water +
Hot Vapor -
Solvents -
**Chemical resistance: + = resistant ,0 = conditionally usable, - = not suitable

Applications

- Automotive Industry
- Aviation Technology
- Sanitary Engineering
- Ventilation and Air Conditioning Construction

- Electronics

Form of Delivery

- Plates
— Strips
- Stamped parts
- Blanks

- Can be equipped self-adhesive

Technical Data

Property Standard Value
Color - black
Bulk density EN ISO 845 130 +- 20 kg/m3
Compression hardness ASTM D-1056 55 +- 15 kPa (25 %), 140 +- 20 kPa (50 %)
Compression Set ASTM-D-1056 <50 % (23°C /22 Std / 50 %)
<70 % (40°C /22 Std / 50 %)
Tensile strength EN ISO 1798 > 600 kPa

Elongation at break

DIN EN ISO 1798

> 100 %

Shrinkage

<5% (3 h, 80°C, 6,3 mm)

Water absorption

ASTM-D-1056

<5%

Fire behavior

FMVSS 302 / DIN 75200 / 1SO 3795
UL 94

<100 mm/min*
HF1 */**

Weather resistance

ISO 877

cracking surface ***

Ozone resistance

I1SO 1431-1

Crack formation rating O

Application temparature

-40 - 100°C

* internal tests, ** in accordance, not listed accroding UL94, *** do not expose directly to weather over an extended period of time
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Processing

Only apply on dry, grease-free, clean surfaces. Press surface well. You can easily adapt the material and cut it with a sharp
knife.

Special Instructions

All materials with a proportion of closed cells tend to exhibit some shrinkage behavior during processing and/or operating
conditions. The degree of shrinkage depends on the type of material, density, temperature, exposure time, part size, and cell
size. In general, the dimensional tolerances of DIN 7715-P3 can be maintained. For special requirements regarding dimensional
accuracy, please contact our customer service.

Hanno®-CR 130 CR is a development product for which complete tests are not available. The technical data is based on manu-
facturer information. Availability is subject to technical examination and feasibility for the desired dimensions. Technical chan-
ges are possible during further development activities.

Cleaning

No significant contamination from the material is expected. Adhesive residue on self-adhesive parts can be removed with gas-
oline if necessary. Safety regulations for the cleaning agent used must be observed.

Environment, Disposal and Safety

Based on existing data and experience, the product is not classified as a hazardous substance under the Hazardous Substances
Regulation and corresponding EC directives. However, we recommend observing the usual care and hygiene practices for han-
dling chemical substances. Residues can be disposed of with household waste. Local regulations must be observed.

The product complies with the following directives, or meets the required application restrictions: 1907/2006 (REACH), 2011/65
(RoHS2), 2015/863 (RoHS3), 2019/1021 (POP), 517/2014 (Greenhouse Gases), 2024/590 (Ozone Layer Depletion),
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