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Product Description 
Open-cell melamine resin foam in anthracite, dark gray.  In the EcoBalanced 

version, the foam has a Product Carbon Footprint (PCF) reduced by up to 

50% ***. 

Product Properties 
‒ High temperature resistance 

‒ Low thermal conductivity 

‒ Good fire performance 

‒ Flame-retardant (DIN 4102-1 B1, UL94 V / HF1) 

‒ Extremely low weight 

‒ Excellent sound absorption properties 

‒ Up to a 50% reduction in the foam’s Product Carbon Footprint (PCF)*** 

‒ Very good chemical resistance# 

Applications 
‒ Vehicle Manufacturing 

‒ Thermal and Acoustic Insulation 

‒ Rail Vehicles 

Processing 
Apply only to dry, grease-free, clean surfaces. Press the surfaces firmly together. Ensure that sufficient contact pressure is 

applied to achieve full-surface contact. Application temperature: 18–96 25%B0C. You can easily adjust the material and cut it to 

size with a sharp knife. 

Form of Delivery 
‒ Sheets 

‒ Cut-to-size pieces 

‒ Stamped parts 

‒ Self-adhesive, removable 

‒ Removable with modified surfaces 

‒ Available in thicknesses from 5 to 480 mm 

Technical Data 
Property Standard Value 

Color - anthracite 

Bulk density DIN EN ISO 845 8,5 ± 1,5 kg/m³ 

Fire behavior EN 45545 

DIN 4102-1 

EN 13501-1 

FMVSS 302 / DIN 75200 / ISO 3795 

UL94 

HL2, * tests pending 

B1 

B/C * Under review 

SE * 

V / HF1 

Thermal conductivity DIN EN 12667 ≤ 0,04 W/(m K) (10°C, 50mm) 

Sound Absorption Coefficient DIN ISO 10534 ≥  90% (d = 50 mm, f = 2000 Hz) 

Tensile strength DIN EN ISO 1798 > 100 kPa 

Elongation at break DIN EN ISO 1798 > 18 % 

Compressive hardness DIN EN ISO 3386-1 > 5 kPa 

Shelf life - 9 months ** 

* Internal tests 

** Storage conditions: 5–30°C, dry, protected from UV light and the elements, in original packaging (or equivalent). Stor-

age life for pressure-sensitive adhesive-coated products 

*** Based on a comparison of Basotect G+ eco Balanced foam versus Basotect G+ foam, achieved through the use of 

100% renewable electricity sources and 100% renewable raw materials, as certified by REDcert2-929-35418234. The ex-

act value of the PCF reduction depends on the reference period and seasonal fluctuations (for the 2024 reference pe-

riod, this value is 47%). 
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Sound Absorption 

 
Sound absorption according to DIN EN ISO 10534-2 

Chemical Resistance 
Medium Rating   Medium Rating   Medium Rating 

Alcohols Acids Lye 

Ethyl alcohol + Acetic acid 90% + Ammonia solution 25% + 

Methyl alcohol + Lactic acid 10% + Sodium carbonate 25% + 

Hydrocarbons Nitric acid 10% - Sodium hydroxide solu-

tion 40% 

+ 

Gasoline + Hydrochloric acid 10% - Other Chemicals 

Diesel + Sulfuric acid 10% - Dishwashing detergent 

0.1% 

+ 

Kerosene + Citric acid 10% + Olive oil + 

Esters Ketones 0 Water + 

Butyl acetate + Acetone + Brine 3.6% + 

    All-Purpose Cleaner 

0.1% 

+ 

# Chemische Beständigkeit: als Bewertungskriterium dient die Stauchhärte nach ISO 3386-1 (40 % Stauchung, 4. Lastzyklus). Die 

Angaben gelten für eine Prüftemperatur von 23°C. 

Special Instructions 
Due to the sorption behavior of the melamine resin in combination with the open-cell structure of the foam, the moisture 

content of the material varies depending on environmental conditions. This results in dimensional changes on the order of %B1 

2 % (based on the average moisture content). This behavior must be taken into account during processing (storing the parts in 

a climate relevant to their intended use). 

Do not use Tect for outdoor applications or exposure to the elements. The dark gray color is not UV-stable; color variations may 

occur. Due to the manufacturing process, the product has a mixed pore structure. Up to 10 pores per m² with a diameter of 5 

to 15 mm may occur and do not constitute grounds for a complaint. 

Cleaning 
No significant contamination from the material is expected. For parts with a self-adhesive backing, any adhesive residue can be 

removed, if necessary, using a gasoline-based cleaning agent. Be sure to follow the safety instructions for the cleaning agent 

used. 

Environment, Disposal and Safety 
Based on available data and experience, this product is not a hazardous substance as defined by the Hazardous Substances 

Ordinance and the corresponding EC Directives. However, we recommend observing the usual precautions and hygiene prac-

tices when handling chemical substances. Residues may be disposed of with household waste. Local regulations must be ob-

served. 

The product complies with the following directives or meets the required restrictions on use: 1907/2006 (REACH), 2011/65 

(RoHS2), 2015/863 (RoHS3), 2019/1021 (POP), 517/2014 (Greenhouse Gases), 2024/590 (Ozone Depletion). 

The foam in the EcoBalanced version has a Product Carbon Footprint (PCF)*** reduced by up to 50%. 
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Limitation of liability 

Our general terms and conditions of sale with warranty conditions, which you can refer to at www.hanno.com, apply. This datasheet provides non-binding 

information without guarantee. The stipulated instructions for use are to be adapted to the respective conditions. The user is obligated to check the suitability and 

applicability through their own testing in order to avoid failures for which we assume no liability. Subject to technical changes. In case of discrepancies, the 

German version shall prevail. 

You can request the latest version of this datasheet at info@hanno.com. 

Hanno Werk GmbH & Co. KG 

Hanno-Ring 3–5 

30880 Laatzen 

Germany 

Telephone: +49 5102 7000-0 

info@hanno.com 

www.hanno.com  

 

 

 


